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 COMPOSITE HOSE 
 B l u e  C o m p o s i t e  S u c t i o n  &  D i s c h a r g e  

Application:      
Used for suction and discharge of petroleum, water, light chemicals 
and waste water. Due to its light weight, it is easy to maneuver and 
provides extreme flexibility. 

Tube:                                             
Inner Wire: Galvanized 
Outer Wire: Galvanized 
Inner Layer: Polypropylene  
Outer Layer: PVC (Polyvinylchloride) 
 
Characteristics: 
Flanges crimped on each end 150lb Fixed x floating 
Light weight, flexible and easy to handle 
Multi-layer protection, suitable for different operating conditions 
Excellent conductivity 
 

  

Temperature: 
-22°F/+176°F (-30°C /+80°C) 

Vacuum: 
Rated for full vacuum                               

 
Safety Factor: 4:1                               
 

Marking:                                           
 

 

 
 
 
 

PART NO. ID  OD W.P.            B .R.  Vacuum Min. b. r. Weight  
 

      I n c h      I n c h   P s i  I n . h g  I n c h  l b s . / F T  K g / m  
          

CHWB-400-200 
     4  4.4  200                    800 28.0 14.2 2.7 1.81 

CHWB-600-200 
     6  6.75  200                    800 28.0 22.0 7.0 4.7 

CHWB-800-200 
     8  9  200                    800 28.0 30.0 10.0 14.9 

CHWB-1000-200 
      10  11.5  200                    600 28.0 40.0 13.0 19.3 

CHWB-1200-150 
     12  13.5  150                    450 28.0 47.0 15.5 23 


